
Type A [mm] B [mm] C [mm] D [mm] E [mm] m [kg]

RLM1010 135 135 95 95 25 0,163

RLM1515 185 185 145 145 25 0,298

RLM2015 185 235 145 195 25 0,378

RLM2020 235 235 195 195 25 0,458

RLM2025 235 285 195 245 25 0,558

RLM2030 335 235 295 195 25 0,637

RLM3030 335 335 295 295 25 0,836

RLM3040 435 335 395 295 25 1,116

RLM4040 435 435 395 395 25 1,415

RLM4050 435 535 395 495 25 1,680

RLM5025 285 535 245 495 25 1,156

RLM5050 535 535 495 495 25 2,064

RLM6040 435 635 395 595 25 1,700

RLM6060 635 635 595 595 25 2,780
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Modifications
RLMxxxx - white RAL9016 polymer coating
RLMxxxxi - stainless steel
RLMxxxxA - anthracite color polymer coating
RLMxxxxB - brown RAL8016 polymer coating
RLMxxxxY - beige RAL1015 polymer coating
RLMxxxxP - grey RAL9006 polymer coating
RLMxxxxM - black RAL9005 polymer coating

Metal inspection hatches RLM

Description
Metal inspection hatches, that allows to easy access to built-in inspection openings

Dimensions

Technical data
Construction
Installation
Colors

Made from galvanized steel or other metals
Screw or glue fixing in any position
White, anthracite, stainless steel, brown, beige, grey, black


